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Installation TopFix / RecessFix [R1] Model 25/1102
- Do not damage the product when using a sharp knife to open the packaging!
- Fitting screws: Use a size-2 screwdriver (POZIDRIVE) or use an electric screwdriver at its lowest torque.
- Rail removal: Use a ﬂat screwdriver of max. 6mm wide.
- Only use the original screws enclosed, to prevent malfunctioning from using too thick screw heads!
Please see separate brochure for programming instructions for PowerRise®.
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Bracket Top ﬁtted

For PowerRise® equal quantites of spacer
blocks will be provided as brackets.

Install headrails onto brackets as shown below:
2

2-A1

2-A2

Locate headrail onto lip of bracket (A1),
push headrail up at rear until it ‘clicks’
fully into place (A2)
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Blind Removal:

Operation:
®

LiteRise - Operation is by
means of pushing up or pulling
down the bottom bar using
the handle provided.
®

PowerRise - Operate blind up
or down using handset supplied.
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To release rail, use ﬂat
blade screwdriver to
prise back of bracket oﬀ
rail. Twisting may assist.

FaceFix Installation to a window frame/wall [F1] Model 25/1102
- Do not damage the product when using a sharp knife to open the packaging!
- Fitting screws: Use a size-2 screwdriver (POZIDRIVE) or use an electric screwdriver at its lowest torque.
- Rail removal: Use a ﬂat screwdriver of max. 6 mm wide.
- Only use the original screws enclosed, to prevent malfunctioning from using too thick screw heads!
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Bracket Face ﬁtted
For PowerRise®equal quantites of spacer
blocks will be provided as brackets.

Install headra ils onto brackets as shown below:
2-A1

IMPORTANT:
13mm spacer block is
required for shades using
the battery wand clip.
The spacer block is
pre-attached to the back
of the installation bracket.

2-A2

Locate headrail onto lip of bracket (A1),
push headrail up at rear until it ‘clicks’
fully into place (A2)

Should the spacer block
become detached, reattach it.
• Insert the legs of the
installation bracket into
the tabs on the spacer block.
• Rotate the installation
bracket back as shown.

Operation:

Blind Removal:

LiteRise ®- Operation is by
means of pushing up or pulling
down the bottom bar using
the handle provided.

To release rail, use ﬂat
blade screwdriver to
prise back of bracket oﬀ
rail. Twisting may assist.

PowerRise®- Operate blind up
or down using handset supplied.
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PowerRise®
* Installation same as manual version, just need to
connect battery pack on back of head rail. Face
ﬁtting has to be done using at least one spacer
block per bracket to clear battery pack.
* The handset automatically reverts back to the
default setting of ‘Infra Red’ after 5 seconds and
therefore then becomes directional in operation.
It is therefore always good practice to press the
desired channel number before pressing the
up/down button to set into RF mode, otherwise
the blinds will not operate as a group.

* With a paper clip, press program button back
of remote control. The green indicator light
starts ﬂashing.
* Press the button of desired channel (1, 2, 3 or 4) on
the remote control. The ALL button automatically
stores the blinds, as you set the individual channels.
* Point remote directly at IR eye\switch on RHD
of head rail and press the ‘up’ button on the rocker
switch of remote control. The blind willmove brieﬂy
indication it has been assigned to the channel.
* Press the program button on back of handset to
conﬁrm (or wait till indicator light stops ﬂashing).

The window covering moves slightly (or ‘jogs’)
to indicate that the intermediate stop has
been added.
An intermediate stop allows a window covering to
4. Press the ALL button to save the stop.
be preset so that it will stop at the same ‘intermediate’
The Indicator Light stops ﬂashing.
position each time it is opened or closed.
Note: One intermediate stop can be set for each
1. Open and close the window
window covering. If you set a new intermediate
covering fully, then
stop, it replaces the previous stop.
move it to the desired
intermediate position.
Note: Reset the window covering to clear an
2. Press and hold the ALL
intermediate stop.
button for 6 seconds.
Why set an Intermediate Stop?
The Indicator Light on the
Intermediate stops can be used to align opening
front of the remote starts
height to mullions or other architectural features
ﬂashing green.
of the window. They are also used to align the
3. Point the remote at the
opening height of diﬀerent window coverings
sensor eye and press OPEN
in the same room.
button to set the intermediate stop.
Programming Instructions for Platinum™ Handset
Setting Intermediate Stops

Changing the Infrared Channel
of a Window Covering
Platinum™ Technology window coverings can
operate on either of the two infrared channels.
While many installations work well when all window
coverings are on the same infrared channel, it can
sometimes be convenient to change the infrared
channel for some window coverings to reduce
inadvertent operation.
If you need to change the infrared operating
channel of a window covering:
1. With the window covering opened completely,
set the infrared channel selector switch on the
remote to the desired channel (A or B)
2. Point the remote at the sensor eye.

Express Mode
When the window covering is in any position,
you can open or close it fully (bypassing the
intermediate stop) as follows:
1. Press the appropriate
group button.
2. Press and hold the
OPEN
or CLOSE
button for 2 seconds.
The window covering
opens or closes fully.

Troubleshooting: ‘My Blind won’t work!’

* Check battery pack is connected to motor cable.
* Press IR eye\switch button on RHD side of head
rail to check blind is working.
4. Press and hold the OPEN
button while holding * Check batteries in remote control.
* Check which channel on the remote control is
the maual control button. The window covering
programmed to blind *1, 2, 3 or 4) and if none,
moves slightly (‘jogs’) to indicate the operating
channel has been accepted.
set program as above.
3. Press and hold the manual control button on
the window covering.
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